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MGE UPS SYSTEMS, INC. (MGE) CLAIMS PROPRIETARY RIGHTS REVISIONS
ISSUED FOR . ENGINEERING _ INFORMATION ‘ONLY. 1T MAY NOT BE o | ESCRPTON o errovD
PURPOSES WTHOUT WRITEN FERUSSON FIOW ek GALAXY 3000 PHYSICAL CHARACTERISTICS AOO |RELEASE PER ECN-002004 6-12-01 | C.USCOCOVICH
10-15 KVAMICRO CABINET BOO |PER ECN-001787, REV SHT 4 OF 6 8-09-01 | C.USCOCOVICH
C00 |PER ECN-002993 12/12/02 T. H.
ALLOW 36" D00 |ADDED TELPAC CARD 04/10/06 VNE SD
CLEARANCE FOR NO REAR ACCESS REQUIRED
FAN EXHAUST SEISMIC ANCHOR
TOF(’ ENTRY E)BOX (OPTIONAL) 4.12” MIN. REAR
OPTIONAL CLEARANCE REQUIRED WHEN
EMERGENCY POWER OFF USING SEISMIC ANCHORS.
BUTTON 195 -l | =
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0] 77 % * *
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Q 777
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] P~ | Uit \5
. o o ~——FANS
o] o o
\DOOR LATCH . 25
: * 1. DIMENSION FORMAT IS IN INCHES.
38.02
. I 2. ALL DIMENSIONS ARE TO THE OUTSIDE EDGE OF
48.64 SgéEH:(N:%RFACE / * o CABINET, EXCLUDING DOOR LOCK AND HARDWARE.
CONTROL PANEL © 3. A PHILLIPS SCREWDRIVER IS REQUIRED TO
11.50 [ od REMOVE INTERNAL AND EXTERNAL PANELS.
l OO \\ 4. COLOR: MGE LIGHT GRAY (RAL9002)
Q 5. OPERATING TEMP:
. I NO SIDE 32deq F (Odeg C) MIN TO 86DEG F (30deg C)MAX}
RECOMMENDED OPERATING RANGE:
3 ; 6.24 ACCESS 60deg F(15deg C) TO 77deg F (25deg C)
Y i REQUIRED REFER TO SPECS FOR HIGHER TEMPERATURE.
HEAT REJECTION IS OUT OF TOP OF CABINETS.
* 4.63 —= ~—— 23.00 ———— 6. IF STORING UPS FOR MORE THAN THREE MONTHS, UPS
SHOULD BE POWERED UP FOR 8 HOURS MIN. EVERY
Y THREE MONTHS TO PREVENT DAMAGE TO BATTERIES.
.294 NO SIDE CLEARANCE —== ——
12 S ST S0l
' LEVELING JACKS TOP VIEW / ' >
SWIVEL CASTERS L 8. BATTERIES ARE INTERNAL TO THE UPS CABINET.
FRONT VIEW DMENSIONS A CHEaD | CONTRACT. No. MGE MGE UPS Systems, Inc.
TOLERANCES ARE: UPS SYSTEMS 1660 Scenic Avenue ’
I‘JXE)?IMP:":L%:, :CN%ES PPROVALS - PRORPEIRIEIY Costa Mesa, CA 92626
X £010 A ~UELAS | 061201 INSTALLATION  DRAWING
o KD “or lo6=1201 10-15 KVA MICRO CABINET
FINISH MFG ENG SIZE FSCM NO. DWG. NO. REV.
N/A SSUBD G.UscocovicH |06-13-01] B 9L985 90-170010-00(D00
NOTES: UNLESS OTHERWISE SPECIFIED. 15KVA_INSTALLATION  .|X1 SCALE 0.100 90-170010-00. X1 SHEET 1 oF 6
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4.00 — 3.07/
TYPICAL TYPICAL

SEISMIC ANCHOR
2.06 == =—T11.00 —= / (OPTIONAL KIT P/N 85—170541-00)
A

BOTTOM ENTRY —
CONDUIT PLATE

3.25 —
| GALAXY 3000
! BOTTOM ENTRY CONDUIT PLATE,
| CASTER, LEVELING JACK &
802 2507 b SEISMIC ANCHOR LOCATION
29.45
C-C
LEVELING JACK
’0 78 (THREAD 3/8-16)
!

! .
JL__JU !
|
25| — ~——— 1599 ——=— BOTTOM CONDUIT INSTALLATION INSTRUCTIONS
WALL 1. REMOVE FIVE SCREWS FROM CONDUIT PLATE.
(SAVE THE SCREWS)
—~— 20.17 —— 2. CONDUIT PLATE MAY NOW BE REMOVED TO
EVEL I\?(;%ACK PUNCH CONDUIT HOLES.

(THREAD 3/8-16) 3. REINSTALL CONDUIT PLATE AND SECURE

WITH FIVE SCREWS.

~— 23.00 ———

REF.
1. ABOVE DIMENSIONS ARE SYMETRICAL SIZE | FSOM NO DWG. NO REV.
FOR REAR SEISMIC ANCHORS. . . :
BOTTOM VIEW B 9L985 90—-170010-00|D00
NOTES: UNLESS OTHERWISE SPECIFIED. SCALE 0,125 90-170010-00-C00.1+ |siger 2 oF 6
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BOTTOM ENTRY
CONDUIT OPENING

10-15 KVA MICRO CABINET

COMMUNICATION
CARD PORTS

DRY CONTACT PIN CONFIGURATION

Characteristics of the output contacts: {1-6)

DRAW OUT Permissible voltage: 250 VAC. 30 VDC.

B4

CONTROL TERMINAL QF1_UVR_(+) >——

BLOCK (TB4) QF1_UVR_(=) >

QF1_AUX_N/O_1>——

QF1_AUX_N/C_2>—

TH1 BATTERY
THERMISTOR
CONTROL WIRE (TB4)

SCHEMATIC REPO JUMPER

OO |IN|O|O|dMP I WN|IN| -

TO MAINTENANCE { <—
BYPASS CABINET
(OPTIONAL) <

o

NOTES: UNLESS OTHERWISE SPECIFIED.

BATTERY RACKS Permissible current: 2A.

Wire: 18 AWG, 300 V

Characteristics of the input contacts: (A, B)
Switched voltage: 5 VDC.
Consumption: 10 mA.
Wire: 22 AWG, 300 V

RELAY CONTACTS ARE FACTORY
SET FOR CONDITIONS LISTED.
CONSULT MANUAL FOR CUSTOM
PROGRAMMING OF CONTACTS.

(1-4)

CUSTOMER CONNECTION ONLY
REQUIRED WHEN USING
REMOTE BATTERY CABINETS.

(5-6)

BATTERY THERMISTER

(7-8)

REMOTE EMERGENCY POWER OFF
(REPO NORMALLY CLOSED CIRUIT)
REMOVE JUMPER WHEN USING

A REMOTE EPO CIRCUIT.

(9-10)

EXTERNAL MAINTENANCE BYPASS
CABINET CONTACTS.

—ONLY APPLICABLE WHEN USING
EXTERNAL MAINTENANCE BYPASS.

GALAXY 3000 CONTROL & COMMUNICATION WIRING

COM PORT 1
SECI CARD
(RELAY CONTACT)

COM PORT 2
TELPAC CARD
3400354700

RPM 66096

COM PORT 3
(OPTIONALS

CABLE CONDUIT

COM PORT 4——\

(OPTIONALS

(DRY CONTACT STANDARD)
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COMMUNICATION CARD PORTS

DRY CONTACT & COMMUNICATIONS PORTS

Low battery warning

Load on battery power  \ S5 —

Load on automatic bypass  \ 4 —

Battery fault \ 2 —
General alarm  \ 1 —

Load on UPS \ 3 —

NI ey

/ UPS OFF

’—_'/ UPS ON

A

SIZE

B

FSCM NO.

9L985

DWG. NO.

REV.

90-170010-00/{Dp0o

ScALE 0.090

90-170010-00—C00.1+ |sveer 3 oF 6
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