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(4” SHOWN)

SUGGESTED CONDUIT LAYOUT

TO FACILITATE CABLE CONNECTION,
START LANDING REAR CONDUITS FIRST.

NOTES: (SEE SHEET 7)

MBP CONNECTIONS

DETAIL °C’
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CONDUIT LANDING PANEL

DETAIL ’C’
SIZE | CAGE CODE DWG NO. REV.
B | 9L985 90-132252—-02 B04
SCALE |1 3X | CAD Agile: D90—132252-02 | SHEET 9
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STEP 1
STEP 2

STEP 3
STEP 4
STEP S
STEP 6

BRACKET

A—LOCATION A’

1/0 ||

TOP VIEW

KIT CONTENTS:

71-132838—00 (BRACKET), QTY 2 EACH

INSTALLATION INSTRUCTION

FRAME INTERCONNECT BRACKET KIT

ALIGN ALL CABINETS USING TEMPLATE SHOWN ON SHEET 3.
REMOVE ALL TOP PANELS.

USE C—-CLAMP OR APPROPRIATE TOOLS TO PULL FRAMES TOGETHER.
POSITION BRACKET (FIG. 1&2) AT LOCATION °A’ (FIG. 3, 2 PLACES)

REMOVE CLAMPING TOOLS.
REINSTALL ALL TOP PANELS.

END OF PROCEDURE

FIGURE 2

FIGURE 3

UPS

SHIPPING BOLTS REMOVAL

NOTE: WHEN CABINETS ARE INSTALLED AGAINST
A WALL OR ANOTHER CABINET. IT IS IMPORTANT
TO REMOVE THE SHIPPING BOLTS BEFORE INSTALLATION.
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SHIPPING BOLTS

REAR VIEW 0OF CABINETS
WITH PANELS REMOVED
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