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ALPHABETIC NOTES:

A: Minimum claaronce required for air exhoust ond maintanance 18 36.00 [914). Do not obstruct all air
exhdust openings. Top panels are removable. Conduit landing panels may not be removed after conduits
are installed.

: No rear occess required. Minimum rear cleorance recammended is 0.5 (13).
remavable.

: UPS/l/O door swing is 30.00 [762) and opens ta 90degrees.

: Effective area for 1/0 conduit landing is 33.50 (B51) x 22.50 (571).

: UPS contral canduit landing effective area 19.5 (483) x 12 (30§).

: Frant vent apenings are hinged and provided with air filters, each 20 (508 ) x 25 (635).
removable fram the front without apening the doors, Do not block front vent openings.

. Kickplates are indviduolly wrapped and secured on top of aach cabinet during shipment.

: Optionol grophic user intarface.

Rear panels are

See sheet 8 for conduit layaut.
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All air filters are
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NUMERIC NOTES:

1. Dimensioning format is inches (values in parenthesis in mm).

2. Standard color is MGE Light Gray [RALBODZ].

3. Al dimensions ore to the outsida edge of the cabinets, excluding door locks and dall hardwara.

4. Al cabinets do nat have leveling feet. lUse shims, if required, to level the cohinats

6. Standard door locks provided do not require a tool ta apen (UL1778).

7. Al side and rear panels ore remavable. A Phillips screwdriver is required to remove these ponals.

8. Refer to User's Guide for Gontrol Panel.

9. Location of document pockage including Installation Manual, User's Guide, Caoble Preparatian Cuids,

and other pertinent infarmation.

GENERAL SPECIFICATIONS: 1/0 UPS

Air exhaust: 3000 CFM (84m?/mi LBS KG LBS KG

Aoproximate weight (84m? fmin) [555KVA | 6200 | 2,820 6000 | 2,720
[ 625KVA 6,200 2,820 6,000 2130

Floor Ioading:  410.8 Ibs/ft? (2004 KG/m?) maximum.
Canter of gravity (maasured from the lawer Isft front comar of soch cohinst's frome):
WIDTH HEIGHT DEFTH
1/0 38 (p65) 33 (838) | 22 (559)
UPS 38 (985) 33 (838) [ 18 (457)
Heat Generation:
Kva Btu/hr
355 125,970
625 133,300
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