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% DWG NO.

SH REV.

90-132252-04 7 | COO0

SUPPLIED AND CONNECTED BY CUSTOMER
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SUPPLIED BY MGE

CONNECTED BY

NOTES FOR SHEETS /7,8 AND 9

1. Follow th NEC (National Electrical Code) and

CUSTOMER

other applicable local codes.

2. Customer must be responsible for connecting all MGE—supplied cables and where indicated,
must be responsible to provided some cable. Battery voltage drop shall be kept to less
than 1% based on the battery disconnect rating.

3. Input and Bypass shall not be provided from a corner delta system.

4. Remove these jumpers when separate bypass input is provided.

5. Refer to sheet 5 for location of internal control connectors and sheets 8 and 9 for location
of internal power connectors.

@ Harness 84—132337-00 provided with attached MBC. Trim and cut to length

at site installation. For Remote MBC, these cables shall be provided by customers.

For routing, refer to document D90-132254-00.
ﬁ Harness 84—132310—02 older models shipped with (2) two QA4S circuit breakers. A field modification

is available FM—EPS8—030. Newer unit are shipped with only (1) Q4S circuit breaker.
refer to FM—EPS8-030 for more information.

RECOMMENDED CABLE AND CONDUIT SIZES

A. THIS TABLE IS FOR REFERENCE ONLY. USE APPLICABLE NATIONAL AND LOCAL
ELECTRICAL CODES FOR TYPES AND SIZE OF CONDUITS AND CONDUCTORS TO
USE FOR INSTALLATION.

B. POWER AND CONTROL CABLES MUST BE ROUTED IN SEPARATE CONDUITS.
C. CONTROL WIRES TO BE 16AWG UL/CSA.
D. COPPER CABLES RATED AT 75°C MINIMUM AT NOMINAL CURRENT, 30°C AMBIENT.
CONNECTION CONDUIT REFER
(75°C RATING) g%ggﬁﬂo% S;SF',ZFE SIZE - TO
MINIMUM e (IN.) SHEET NO.
INPUT 350MCM 2.5 5
IW+G 8
PER CONDUIT
BYPASS 350MCM 3.0 4
AW+G 8
PER CONDUIT
OUTPUT 350MCM 3.0 4
AW+G 8
PER CONDUIT
BATTERY 500MCM 2.5 6
2W+G 8
PER CONDUIT

SIZE | CAGE CODE DWG NO. REV.
B | 9L985 90-132252—-04 |COQ
scAlE NONE | cAD  Agile: D90—132252—04 | SHEET 7
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DWG NO. SH REV.
90-132252-04 8 |CO0

|/O CABINET CONNECTIONS - CONDUIT LANDING PANEL
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NEUTRAL

SUGGESTED CONDUIT LAYOUT

TO FACILITATE CABLE CONNECTION,
START LANDING REAR CONDUITS FIRST.

GROUND

DETAIL ‘B’
i
1.75
NOTES: (SEE SHEET 7) ‘
o
DETAIL ‘C’
(S0KAIC @ 480V ONLY)
SIZE | CAGE CODE DWG NO. REV.
B | 9L985 90—-132252—-04 [COO0
scALE NONE | cAp  Agile: D90—132252—-04 | SHEET 8
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OUTPUT CONDUITS
" ABCNG

00
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Ve

N— BYPASS INPUT
CONDUITS
ABCNG

SUGGESTED CONDUIT LAYOUT

TO FACILITATE CABLE CONNECTION,
START LANDING REAR CONDUITS FIRST.

NOTES: (SEE SHEET 7)

MBP CONNECTIONS
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BYPASS INP

UT A (A5)/
NEUTRAL /

UPS OUTPUT C (C13)
UPS OUTPUT B (B13)

UPS OUTPUT A (A13)

CONDUIT LANDING PANEL

DETAIL °C’

OUTPUT C (C14)

/OUTPUT B (B14)

/ OUTPUT A (A14)

BYPASS B (B6)

BYPASS A (A6)

SIZE | CAGE CODE

B | 9L985

DWG NO.

90-132252-04

REV.

C00

scate NONE

CAD Agile: D90—132252-04

SHEET 9




DWG NO. SH REV.
90-132252-04 10 |COO0

BRACKET

SHIPPING BOLTS REMOVAL

NOTE: WHEN CABINETS ARE INSTALLED AGAINST
A WALL OR ANOTHER CABINET. IT IS IMPORTANT
TO REMOVE THE SHIPPING BOLTS BEFORE INSTALLATION.

e AOAY

FIGURE 2

A—LOCATION Y

FIGURE 3

170 | _ UPS

TOP VIEW

KIT CONTENTS:
71-132838—00 (BRACKET), QTY 2 EACH

SHIPPING BOLTS

INSTALLATION INSTRUCTION
FRAME INTERCONNECT BRACKET KIT

STEP 1 ALIGN ALL CABINETS USING TEMPLATE SHOWN ON SHEET 3.

STEP 2 REMOVE ALL TOP PANELS. REAR VIEW OF CABINETS
WITH PANELS REMOVED

STEP 3 USE C—CLAMP OR APPROPRIATE TOOLS TO PULL FRAMES TOGETHER.

STEP 4 POSITION BRACKET (FIG. 1&2) AT LOCATION 'A’ (FIG. 3, 2 PLACES)
STEP 5 REMOVE CLAMPING TOOLS.

STEP 6 REINSTALL ALL TOP PANELS.
END OF PROCEDURE

SIZE | CAGE CODE DWG NO. REV.
B | 9L985 90—-132252-04 [COO

scALE NONE | cAp Agile: D90—132252—-04 | SHEET 10




