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MGE UPS SYSTEMS, INC. CLAIMS PROPRIETARY RIGHTS IN THE FOO |ADDED KIT TO SHIP W/UPS 11/13/06 SD REVISIONS
MATERIAL DISCLOSED HEREIN. THIS DOCUMENT IS ISSUED FOR
g'#EIENREsEan wzenHAEENUSr‘JgDLY.mlF{ NAY NOT TEIEINDéS%b%SPIE)DSJg GO0 | REVISED PER ECN-005142 5/4/07 S0 JS | REV DESGCRIPTION DATE APPROVED
WITHOUT WRITTEN PERMISSION FROM MGE UPS SYSTEMS, INC. GO1 | REMOVE CHART/ADD NOTE/SHT 5|02/11/08| SD CO0 | RELEASE PER ECN-003122 02/12/03| LPG
NOTE 10 G DOO | REVISED PER ECN-003278 04/22/03| LPG
RN / K / AN [ EO0 | REVISED PER ECN—003456 07/09/03| LPG
. . . 7 1 ALPHABETIC NQTES: EO1 | ADDED NOTE #10/ECN-004813|06/20/06| SD
~/ A A: Minimum clearance required for air exhaust and maintenance is 36.00 (914). Do not obstruct all air
A exhaust openings. Top panels are removable. Conduit landing panels may not be removed after conduits
v v - are installed.
39.00 ) | B: No rear access required. Minimum rear clearance recommended is 0.5 (13). Rear panels are
(991) - removable.
D: UPS/I/0 door swing is 30.00 (762) and opens to 90degrees.
E: Effective area for 1/0 conduit londing is 33.50 (851) x 22.50 (571). See sheet 8 for conduit layout.
A d G: UPS control conduit landing effective area 19.5 (483) x 12 (305).
IN A ) I: Front vent openings are hinged and provided with air filters, each 20 (508 ) x 25 (635). Al air filters are
i ¥ removable from the front without opening the doors. Do not block front vent openings.
D D D J: Kickplates are individually wrapped and secured on top of each cabinet during shiprment.
NUMERIC NOTES:
M\/ )xm CEILING 1. DOimensioning format is inches (values in parenthesis in mm).
2. Standard color is MGE Light Gray (RAL9002).
3. Al dimensions are to the outside edge of the cabinets, excluding door locks and all hardware.
121 50 (3086) 4. Al cabirets do not have leveling feet. Use shims, if required, to level the cabinets.
A 6. Standard door locks provided do not require a tool to open (UL1778).
60.75 (1543) 60.75 (1543) 7. Al side and rear panels are remcvable. A Phillips screwdriver is required te remove these panels.
NOTE 9 8. Refer to User's Guide for Control Panel. .
9. Location of document package including Installation Manual, User's Guide, Cable Preparation Guide,
/_ NOTE 8 and cother pertinent information.
10. Remove shoulder washers from left side of cabinet if required.
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GENERAL SPECIFICATIONS:,

Air exhaust: 3000 CFM (84m /min)
Approximate weight: /0 7,100 LBS [ 3227 KG
UPS 6,900 LBS [ 3136 KG

Floer loading:

410.6 Ibs/ft? (2004 KG/m?)

Center of gravity (measured from the lower left front corner of each cabinet’'s frame):

WIDTH HEIGHT DEPTH
|/0 38 (965) 33 (538} 22 (559)
UFS 38 (965) 33 (838) 18 (457)
Heat Generation:
Kva Btu/hr
750 173,300
800 190,300
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NATERIAL AN o 3/28/00 EPS 6000 MULTI— MODULE
HERED sore| 625/750/800 KVA 480V—480V
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