DWG NO.

MGE UPS SYSTEMS, INC. CLAIMS PROPRIETARY RIGHTS IN THE
MATERIAL DISCLOSED HEREIN. THIS MOCUMENT IS ISSUED FOR
ENGINEERING INFORMATION ONLY. IT MAY NOT BE DISCLOSED TO
OTHERS NOR MAY IT BE USED FOR MANUFACTURING PURPOSES
WITHOUT WRITTEN PERMISSION FROM MGE UPS SYSTEMS, INC.

A

AL

39.00 E
(991)

i
|

TOP VIEW

12150 (3086)

D

NN

[e
1

-~ 60.75 (1543) 60.75 (1543) — | A
NOTE ¢
Y NOTE 8
82.00
(2083)
NOTE 6 —

SH REV.
90—-132252-60 1 | AOT
REVISIONS
REV DESGRIPTION DATE | APPROVED
X00 | RELEASE PER ECN 000608 06,/06/00| GH
AOO | RELEASED PER ECN-005142 5/4/07 | SD_JS
AO1 | REMOVE CHART/ADD NOTE/SHT 5|02/11/08| SD

ALPHABETIC NQTES:

A: Minimum clearonce raquired for air exhoust ond maintenance is 36.00 (914).

Conduit landing panels may not be removed after eonduits

exhaust apenings.
ore inatallad.

removable,

— Mg

Top panels are remavable.

: No rear access required. Minimum rear clearance recommended is 0.5 (13).

: UPS/I/Q door swing s 30.00 (762) and opens ta 80degrees.
: Effective area for 1/0 conduit landing is 33.50 (851) x 22.50 (571). See sheet & for conduit layout.
: UPS contral canduit landing effective area 19.5 (483) x 12 (305).
: Front vent openings are hinged and provided with alr filters, each 20 (508 ) x 25 {B35).

Do not cbstruct all air

Rear panels are

All air filters are

rempvable from the front withaut opening the dbars. Do not bleck front vent ppanings.
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NUMERIC NOTES:
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and other pertinent information.

GENERAL SPECIFICATIONS:

Air exhaust: 3000 CFM (84m?/min)

Approximate weight:

Dimensioning format is inches {values in parenthesis in mm).
Standard colar is MGE Light Gray (RALBODZ).

Al dimensions dare to the outside edge of the cabinets, excluding doar locks and all hardware,
Al cabinets do nat have leveling feet. Use shims, if reguired, to level the cobinets.

Standard doar locks prcwided do nat require a toal ta apen (UL1778>.
Al side and rear panels are removable,
Rafer to User's Guide for Control Panel.
Location of document package incluciing Installation Manual, User's Guide, Cable Preparation Guide,

1/C

7.100 LBS [ 3227 KG

UPS

6,900 LBS | 313b KG

Floor lcoding:

4106 lbs/ft2 (2004 KG/m?)
Center of gravity {measured from the lower left front comer of

. Kickplates are indlividually wrapped and secured on top of each cabinet during shipment.

A Phillips screwdriver is required to remove these panels.

each cabinet’s frame):

WIDTH HEIGHT DEFTH
1/0 38 (065) 33 (838) [ 22 (550)
UPS 38 (985) 33 (838) 18 (457)
Heat Generation:

Kvol Btu/hr

625 133,300

750 173,500

800 90,300
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